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FEATURES/BENEFITS 

 

SPECTRALOCK 1 Pre-Mixed Grout is a patented, pre-mixed, stain resistant with epoxy performance offering 
superior strength, fastest cure time, and the ability to be submerged, all while exceeding the standard of ANSI 
A118.19 and meeting the standard of ANSI A118.3*. 
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Globally Proven 
Construction Solutions 

SPECTRALOCK® 1 Pre-Mixed Grout 
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STANDARDS/CERTIFICATIONS 

 

MANUFACTURER/ DISTRIBUTED BY 
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US/Metric Joint Widths 

Tile Dimension 1.5mm 3mm 6mm 9mm 

25 x 25 x 6 mm 5.4 m² 2.8 m² 1.5 m² 1.1 m² 

50 x 50 x 6 mm 10.7 m² 5.4 m² 2.8 m² 1.9 m² 

76 x 152 x 8mm 16.4 m² 8.4 m² 4.5 m² 3.1 m² 

106 x 106 x 8mm 18 m² 9 m² 4.5 m² 3.0 m² 

102 x 610 x 9mm 24.9 m² 12.6 m² 6.5 m² 4.5 m² 

152 x 610 x 9m 34.5 m² 17.4 m² 8.9 m² 6.0 m² 

305 x 610 x 9mm 57.3 m² 28.8 m² 14.6 m² 9.8 m² 

610 x 610 x 9mm 85.8 m² 43.1 m² 21.7 m² 14.6 m² 

305 x 914 x 9mm 64.5 m² 32.4 m² 16.4 m² 11 m² 
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